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MANOA-NANO

MANOA

MANOA-13

MANOA-19

MANOA-32

Audio - Supported
Languages

-

French, English, Spanish, Russian, Italian, Dutch, Korean, Portuguese,
Danish, Norwegian, Hebrew, Deutch, Chinese, Arabic, Japanese, Turkish,
Polish, Welsh, Swedish

Graphic Themes

-

9, Scalable by online theme library (Spring, Summer, Autumn, Winter, etc ...)

System update

-

Automatic / Manual / Scheduled

Usage statistics

-

Automatic / Manual / Scheduled

Password security

-

Yes for the disinfection functions and parameter pages

Remote control

-

Yes - By Android application in Wifi

Illuminated LED display

-

RGB LED strips to inform about disinfection status
(Red = in progress, Green = finished, Others)

MultiMedia Screen

-

-

13,3 inch

19 inch

32 inch

Display dimensions

-

-

293 (H) × 165 (V)

374 (H) x 299 (V)

392 (H) x 698 (H)

1920 x 1080
pixels

1280 x 1024
pixels

1080 x 1920
pixels

Display resolution

-

-

Touch screen function

-

-

Optionally available

Operating system

-

-

Android 6.0

Memory(RAM)

-

-

Image File Formats

-

-

BMP, PNG, JPEG, GIF

Video File Formats

-

-

WMV, AVI, FLV, BMVB, MPEG, TS, MP4

Media Playback Functions

-

-

Autoplay, Loop, Schedule

Multimedia connectivity

-

-

Wifi 2.4 GHz, Ethernet 10/100Mbps

Connectivity Media and
accessories

-

-

USB 2.0

-

-

Mouse, Keyboard

Supported USB accessories
Power supply
Power consumption
Dimensions of the central
unit
Dimensions with MultiMedia
screen
Weight
Environment
Relative humidity (%)
Accessories
Certifications
Period of guarantee
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1 Gb

2 Gb

220V AC ou
12VDC

2 Gb

220V AC

36W

40 W

L 320 x H 90 x P
220 mm

52 W

70 W

90 W

L 450 x H 300 x P 300 mm, wall model

-

-

L 320 x H 90 x P
220 mm

L 320 x H 90 x P
220 mm

L 320 x H 90 x P
220 mm

5 Kgs

7 Kgs

9 Kgs

11 Kgs

17 Kgs

Operating temperature: 10⁰C ~ 35⁰C | Non-operating temperature: -10 -C ~ 50⁰C
Non-operating humidity: 20% ~ 90% (non-condensing)
1 x Power cord, warranty card, user guide available for download
CE, RohS
1 year

USER MANUAL
Hand, objects and air disinfectant
Models: SCS100A – SCS100T – SCS200A – SCS200T
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MANOA UV-C

PREVIEW

MANOA UV-C is a device for disinfecting hands by UV-C
radiation, it can be positioned on the wall or on a stand.
It has an accessible slot for the hands and an object tray,
it starts and stops automatically, when hands or objects
are inserted with a 3-second countdown timer.
The MANOA UV-C has built-in sanitation that effectively
neutralizes a multitude of germs and viruses through
exposure to UV-C rays.
By bathing your hands in UV-C light for 3 seconds the
MANOA UV-C prevents the spread of harmful bacteria
and viruses.
The MANOA UV-C can also disinfect your small items up
to A4 size (phones, remote controls, glasses, earbuds,
surgical masks, folders, etc.)

When you insert your hands into the slit, UV-C rays come
from above and below, effectively sanitizing both sides
of your hands at the same time.
MANOA UV-C not only disinfects the hands, but also the
air around it. Also removes bad smells.
MANOA UV-C has an automatic on / off timer that allows
you to preset the time of day to turn on or turn off.
An internal usage control monitors the cumulative
number of hours lamps have been in use and indicates
when lamps need to be replaced.
The SCS100T and SCS200T models have a built-in tablet
that can be used for information and / or advertising.
Electricity requirement: 100 to 240VA.

The MANOA UV-C series of UV-C disinfectants have
been tested for their effectiveness by two independent
laboratories. According to the pathogen, the MANOA
UV-C disinfection action has been tested to reduce the
risk by up to 99.999%.

MANOA UV-C

TECHNICAL INFORMATIONS
1

Slot for hands and objects.

2

UV-C lamps :

2 lamps at the top.
2 lamps at the bottom.

3

4

3

Hand disinfectiown functions, object disinfection,
air disinfection.

6

Date, time, wifi and audio indications.

1

Setting of disinfection, date, time, wifi, audio,
language, password functions. See page 4 and 5.

2
5
7

5 inch touch screen :

8

4

Personalization space.

5

On / off button.

6 Ventilation openings.
7 Loudspeaker openings.
8 Infrared presence sensor.
Useful for disinfecting the room.
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MANOA UV-C

USE

Switch on MANOA UV-C with the On / Off button.

Automatic hand disinfection:
1. Spread your fingers apart and insert both hands
into the slot of the MANOA UV-C. An audio message
followed by an audible “beep” indicates start-up. A
«Countdown» located on the screen on the left side
of the unit is triggered.
2. Once the countdown reaches «0», the lamps will
go out, an audio message followed by a beep will
sound to indicate the end of the disinfection.
3. Remove your hands.

5. Remove your items.
6. Repeat as needed to help prevent the spread of
germs and bacteria.

Disinfection of an ambient volume / air:
1. Press the volume disinfection button.
2. Enter the user password.
3. For a first use, you must choose the area of the
room to be disinfected:
a) An audio and visual message indicates the
start and warns you to leave the room.

4. Repeat as needed to help prevent the spread of
germs and bacteria.

b) A second audio warning is played a few
seconds later and tells you the time before the
function starts.

Manual hand disinfection :

c) A third audio warning is played and begins the
countdown before disinfection begins.

1. Select the hand disinfection button.
2. An audio message followed by an audible
“beep” indicates startup. Spread fingers apart and
insert both hands into the MANOA UV-C before the
«Countdown» on the screen on the left side of the
unit is triggered.
3. Once the countdown reaches «0», the lamps will
go out, an audio message followed by a beep will
sound to indicate the end of the disinfection.
4. Remove your hands.
5. Repeat as needed to help prevent the spread of
germs and bacteria.

Disinfection of objects:

d) Then the disinfection starts and displays the
timer which marks the time necessary for the
disinfection of the room.
4. Once the countdown reaches «0», the lamps and
fans will turn off, an audio message followed by an
audible «beep» will sound and a message will appear
on the screen indicating the end of disinfection.
Possibility of interrupting disinfection before the end
of disinfection.

!

DO NOT LAY THE OBJECT (S)
DIRECTLY ON THE LAMPS!

!

DO NOT LOOK AT THE LAMPS!

!

DO NOT DISINFECT YOUR HANDS
UV MORE THAN 21 TIMES A DAY

1. Press the disinfect button on an object.
2. Use the special tray in the hand slot, place the
object (s) there before the «Countdown» starts.
3. An audio message followed by an audible «beep»
indicates startup.
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4. Once the countdown reaches «0», the lamps turn
off, an audible «beep» is emitted indicating that
disinfection is complete.

MANOA UV-C

FUNCTION SETTINGS

The LED screen on the left of the device allows you to access the functions and settings menu:
On the screen you have the option to click to Disinfect hands, an object, or the volume. You can see
whether the speakerphone is on or not, whether the device is connected to the Internet or not, view the
date and time, or select the device settings.
Functions are selected by pressing the desired “buttons”. You can change the language, change the
password, Activate slideShow, initialize the area setting, adjust the speaker volume or mute the audio.

1. Access the settings:
a) Press the “Settings” button located at the top
right of the LED screen.
b) A screen will appear asking you to enter your
username and password. You can return to the
Home screen at any time by tapping the “Back”
button on the numeric keypad located on the
right side of the screen.
c) First enter your 4-digit username using the
numeric keypad. In case of entry error you can
erase your entry using the yellow icon in the form
of a broom located on the right side inside the
entry area.

2. Clock setting:
The clock setting is automatic when the machine
is connected to the internet.
Manual adjustment in the next version.
3. Change of language:
a) Access the settings screen (see section
Accessing the settings).

d) Press the “OK” button on the numeric keypad
to enter the password.

b) On the left side of the screen, click on the
current language to expand the list of languages.

e) Then enter the 4-digit password using the
numeric keypad. In case of entry error you can
erase your entry using the yellow icon in the form
of a broom located on the right side inside the
entry area.

c) Drag your hand up or down to see all the
available languages.

f) Press “OK” on the numeric keypad to validate.

e) Then click on the «Apply» button at the bottom
right of the screen if you do not wish to make
other settings. You will be taken to the home
screen and the chosen language is applied.

g) If the password matches, the settings window
is displayed. If the password does not match, a
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message in red is displayed above the username
entry area. You will then have to try again from
point c).

d) Then select the desired language from the
drop-down menu list.

4. Changing the password:
a) Access the settings screen (see section: Access
the settings)
b) Click to validate the «display keyboard»
box located at the bottom left of the screen, a
numeric keyboard is then displayed on the right
side of the screen.
c) Then type your old password using the
keyboard. In case of entry error you can erase
your entry using the yellow icon in the form of a
broom located on the right side inside the entry
area.
d) Tap the “OK” button on the numeric keypad to
enter the new password.
e) Enter your new password. In case of entry error
you can erase your entry using the yellow icon
in the form of a broom located on the right side
inside the entry area.
f ) Tap the “OK” button again to enter the new
password again. In case of entry error you can
erase your entry using the yellow icon in the form
of a broom located on the right side inside the
entry area. You can reset the password change
at any time by tapping on the «delete» button on
the numeric keypad located on the right side of
the screen «
g) Tap on the “OK” button on the numeric keypad
to validate. The numeric keypad disappears
automatically.
h) Then tap on the «Apply» button at the bottom
right of the screen if you do not want to make
any other settings. If the passwords match,
the updates will be applied and you will be
redirected to the home screen otherwise an error
message will appear above the right side. You will
then have to try again.
5. Adjustment of the UV-C disinfection time of the
drum volume:
1st configuration:
a) Press the «Volume disinfection» button, an
identification screen will appear asking you to
enter your 4-digit user password.
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b) Type your password using the numeric keypad
on the right side. If you make a mistake, you can
erase your entry using the yellow icon in the form
of a broom located on the right side inside the
entry area.
c) Press the “Ok” button to validate. If the
password matches, the disinfection process will
start otherwise an error message will appear at
the top of the input box, you will then have to try
again from point 2.
Configuration already performed:
If the first configuration has already been made,
reset the configuration through the parameters
as follows: Reset the area setting:
a) Access the settings screen (see section: Access
the settings).
b) Tap to check the “reset area” box located on
the right side of the screen.
c) Then tap on the «Apply» button at the bottom
right of the screen if you do not want to make
any other settings. If the passwords match, the
updates will be applied and you will be taken to
the Home screen.
6. Adjust the speaker volume:
a) Access the settings screen (see section: Access
the settings)
b) Use the + or - buttons on the right side of the
screen to increase (or respectively decrease) the
volume.
c) You can also adjust by sliding the slider in one
direction or the other
d) Tap to check “Mute” to completely mute the
sound.
e) Then tap on the «Apply» button at the bottom
right of the screen if you do not want to make
any other settings. If the passwords match, the
updates will be applied and you will be taken to
the Home screen.
7. Automatic on / off adjustment of the device: Next
version

MANOA UV-C

MAINTENANCE

Cleaning :

Wall mounting:

Disconnect the device from the power supply. For
cleaning, use a soft, dry cloth or a soft cloth slightly
dampened (not wet) with a mild non-abrasive and
non-caustic detergent solution.

Note: Use wall anchors when installing over
drywall. At least two mounting screws must be
attached to wood or metal studs.

Do not use cleaning solutions or any liquid directly
in the unit.

Precaution: Do not mount the MANOA UV-C using
only suspension hooks.
a) Stick the paper template on the wall (seal).

Damage requiring repair:

b) Drill 4 holes as shown on the template.

Disconnect the appliance from the power supply
and refer all repairs to a qualified professional if
you encounter any of the following conditions:

c) Install appropriately sized anchors or drill
screws to the studs.

a) The power cord or plug is damaged or worn.
b) Liquid has been spilled or foreign objects have
fallen into the device.
c) The unit has been exposed to rain or water.
d) The unit does not operate normally by
following the operating instructions.
e) The unit has been dropped or damaged.

MANOA UV-C
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d) Place the MANOA-UV-C unit over the 4 screw
heads and pull the unit down to anchor it to the
wall.
e) It may be necessary to tighten the screws to
ensure that the MANOA UV-C anchors securely to
the wall.
f) Make sure the power cord is not caught
between the MANOA UV-C unit and the wall. Make
sure that the power cord is correctly positioned in
its slot.

THE DIFFERENT ICONS AND BUTTONS

Hand disinfection
available

Hand disinfection
in progress

Hand disinfection
unavailable

Disinfection of objects
available

Hand disinfection
in progress

Disinfection of objects
unavailable

Disinfection of air
available

Disinfection of air
in progress

Disinfection of air
unavailable

Available settings

Settings in progress

Unavailable settings

Date and clock

Wifi ON, Audio ON

Wifi ON, Audio OFF

Wifi OFF, Audio ON

Wifi OFF, Audio OFF

MANOA UV-C
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Spécifications techniques

MANOA-NANO

Disinfection function

Hands, Objects

Disinfection method
Duration of disinfection

MANOA

MANOA-13

MANOA-19

MANOA-32

Hands, Objects, Air Volume
UV-C rays

3 seconds for
hands, Fixed

Disinfection capacity

Fixed duration of 3 seconds for the hands, programmable for the Objects
and Air Volume functions
99.999%. Tested by the EUROFINS laboratory, COFRAC approved

UV-C lamp

4 8W lamps, Philips or OSRAM lamps

Germinicidal wavelength

253.7nm, short wavelength

UV-C Ray output on hands

1.9mW ~ 2.4mW. Depends on the thickness of the hand.

UV-C penetration rate

Optical sensor

Processor and Optical Sensor

Fans for Disinfection

Two Fans - Fixed
Speed

Two Fans - Variable Speed - up to 1500 RPM

Detection cell

PIR cell

Lamp life

11,000 hours

Operating system

-

Android

Control screen

-

5 Inch Touchscreen - 800 x 480 pixels - 16M Colors

Speaker (Power)

-

2,5 W

UVC connectivity

-

Wifi 2.4 GHz, Ethernet

Display - Supported
Languages

-

French, English, Spanish, Russian, Italian, Dutch, Korean, Portuguese,
Danish, Norwegian, Hebrew, Deutch, Chinese, Arabic, Japanese, Turkish,
Polish, Welsh, Swedish
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